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ELECTRICAL PARAMETERS 

TOPcon 96-CELL BIFACIAL

Module Type: BHI-US440

440W

STC BNPI

35.38V

15.80A

29.41V

14.97A

488W

35.46V

17.51A

29.49V

16.53A

22.02%

30A

(0, +4.99)W

3

1000W/M², 25°C, AM1.5

1500V/DC 

+0.046%/°C

-0.25%/°C

-0.29%/°C

-40°C...+85°C

45±2°C

80%±5%

5400 Pa (Front Side)
2400 Pa (Back Side)

Maximum Power(Wp)

Open Circuit Voltage(Voc)

Short Circuit Current(Isc)

Maximum Power Voltage(Vm)

Maximum Power Current(Im)

Module Efficiency

Maximum Series Fuse

Power Tolerance

Number Of Diode

Standard Test Conditions

Maximum System Voltage

Temperature-Coefficient Isc

Temperature-Coefficient Voc

Temperature-Coefficient Pmax

Operating Temperature

Nominal Operating Cell Temperature

PACKING

Front/Back Cover (Material / Thickness)

Container Size Units/Pallet
(PCS)

Units/Container 
(PCS)

Weight/Pallet
(KG)

Pallet Measurement
(in)

Bifaciality

Mechanical Load

MECHANICAL CHARACTERISTICS

Container 
Size

Units/Pallet
(PCS)

Units/Container 
(PCS)

Weight/Pallet
(KG)

Pallet Measurement
(in)

40HQ 36 936

AR coating low-iron semi-tempered glass
/2.0mm

96 / 182x105x2mm 
/ N-Type TOPcon Bifacial

aluminum hollow-chamber frame on each 
side anodized aluminum alloy

≥IP68

4mm², 250mm(+)/350mm(-) in length, 
length can be customized

1762x1134x30mm

24.9kg

Class A

Class II

Class A

Frame 

Cables & Plug Connectors

Module Weight

Electrical Protection Class

Cell (Quantity / Dimensions / Material )

Junction Box (Protection Degree)

Module Dimensions (L / W / H)

Application Class

Fire Safety Class
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